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High Quality Monoblock Stopper & Nozzle for Foundry
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LaEEHEAREKDO Monoblock Stopper(or Stopper Rod) & Nozzle for Ferrous foundry
BESETRESEGETULHEHEATIRTUERMERE, kO, EN2NEEAER, XRALRNSERE Jinde has launched monoblock stopper(or Stopper Rod) and nozzle for ferrous foundry application. They are
FARE, TEZERTRSEMKBHK, HWNE, based on Al-C composition and shaped by advanced cold isostatic compaction technology,which are primarily used
HREHEAEERALUTER: for gray and ductile iron casting and steel casting.
1A ERE R A FR Jinde stopper rod has following features:
2HEAXBERTYMENL 1.High thermal shock resistance
3. ARt @R A 2.Oxidation resistant glaze layer to prevent the material oxidation effectively.
AFEREMEERN 3.Argon blowing version is available
5. A E & X kR, e R a6 4 Various fixed method
DL E =5, EEEREGA72-180/0 5.Multi-time use and long service life
@imiEEETR, EBETESSRER, ERFaKE150/06 (DFor continuous line is about 72-180 hours.
po::] ,ﬁ: *E» 1;,-‘?: @For discontinuous line, suppose they work 12hours per day, it can be used for over 150 hours.
Chemical & Physical Properties
ALO3% C% Si0:% | RBE /o’ | BSFLE % | MITEE Mpa
. Bulk Apparent
Q, L) (1] 4
70 29 g 2.65 16.81 9.6 ALO3% C% Si02% Densityg/cn’ Porosity % Breaking Strength Mpa
70 22 8 2.65 16.81 9.6
BEHEKORBLTRER:
1. MBRARENTAHE, REEREMmEED Jinde Nozzle has following features:
2. Y B L 1 $h Bl Bl 1.High quality refractory material at the top for improved erosion resistance.
3. RERFHMABIERE 2.Transition layer to reduce thermal expansion.
}E{t*ﬁ'ﬁ: 3.A main layer with good thermal shock resistance.
A
Chemical & Physical Properties
ALO3% C% EREE /om’ BSAE % | HITEE Mpa
ALO3% C% Bulk Density ¢/cm* | Apparent Porosity % | Breaking Strength Mpa
88 12 2.78 13.25 13.2
88 12 2.78 13.25 13.2
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Monk: WHEHERHEAESFEILER
FiE: +86 18553621639
BB#E : jindenaihuo@163.com
R4k : www.jindenh.com

Overseas Hotline

Zhucheng Jinde Refractory Co., Ltd
Add: ZhiGou town Zhucheng Weifang city Shandong,China
Tel: +86 15753661791
Email: jindexport@163.com

Web: www.jdrefractories.com
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